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DN NPS L D d G t Weight(Kg)

50 2” 43 112.4 30 92.1 3.5 2.7

65 2½” 46 131.2 55 104.8 3.5 3

80 3" 46 143.8 55 127 3.5 5

100 4” 52 181.7 72 157.2 3.5 6.8

150 6” 56 231.1 115 215.9 3.5 11

200 8” 60 288.1 155 269.9 3.5 19

250 10” 68 350.2 190 323.8 4 28

300 12” 78 419.9 240 381 4 39

350 14” 92 462.9 275 412.8 4 65

400 16” 102 526.4 305 469.9 4.5 90

450 18” 114 562.5 355 533.4 4.5 104.8

500 20” 127 619.6 405 584.2 4.5 165

600 24” 154 732.4 450 692.2 4.5 255

ASME	B16.5	CLASS	150 Drilling	Dimension	Data

Note:	Data	“Weight”	is	only	for	reference

Design	
Standards API	594

Available	
Body

Material

WCB,	CF8,	
CF8M,	CI, DI

Liner	
thickness >	3mm

Lining	
Material

PFA, PTFE,	FEP,	
PO

Available	
Temperature	 -20℃~200℃

Spark	Test 14	KV

End	Flange
Drilling

ASME	B16.5
DIN	EN	1092
BS10	Table D

Specification

VLWSC Series PFA Lined Swing Check Valve

1 2

Lug	easy	for	lifting	&	Installation

Epoxy	Coating	Paint

Short	pattern	wafer	type	body	design

Metal	base	disc	lining	with	PFA,	makes
disc	more	stronger	avoid	suddenly	close

Pure	PTFE	Retainer	Ring

”T-slots”	locked-in	design	prevent	
liner	sucked	up	in	vacuum	service

PTFE	Retainer

WCB+PFA	Disc

PFA	Body	Liner

WCB	Body

ANSI	304	Nut

WCB	Lifting	Lug


